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Minimum System Requirements

AVTECH

L nnovation for Video

Before installing AVTECH CMS Lite, make sure your system specification meets the

least requirements:

CPU Pentium core G4500 or above
Memory 4GB or above

Graphics Card Intel HD4000 or above

Hard Dive Type At least S00GB

Operation system Micorsoft Windows 7/ 8 / 10 64 bit

Notes:

I.
2.

AVTECH CMS Lite Quick Guide

Please be sure to check all your system are up-to-date.

Multi-live display will occupy the memory and reduce the CPU
performance. If the live view performance is not satisfied you, please
decrease the channel number you view in the meantime.

For multiple monitor display, please choose adequate graphic cards and
disable onboard graphic card in case of any conflicts occur.



ANVTECH

Prerequisite PC Setting AP
nnovation for Video

1. Log in Windows account with administrator user level
2. Disable Windows firewall

3. Change the power configuration

Control Panel — Hardware and Sound — Power Options — Change plan settings

3 Power Options o m} X
<« v A 9 > Control Panel » Hardware and Sound > Power Options v | 0 Search Control Panel r
Control Panel Home o o
Choose or customize a power plan
Choose what the power A power plan is a collection of hardware and system settings (like display brightness, sleep, etc.) that manages
buttons do how your computer uses power. Tell me more about power plans
Create a power plan Preferred plans
e C_hoose when to tum off the (O Balanced (recommended) Change plan settings
display g . .
Automatically balances performance with energy consumption on capable hardware.

(@ Ultimate Performance Change plan settings

Provides ultimate performance on higher end PCs.

Show additional plans

To avoid the abnormal shutdown caused the damage of CMS system while the CMS
system is working, please change "Turn off the display" to "Never" — Click "Save

changes"

% Edit Plan Settings - ] X

< v A 3 > Control Panel » Hardware and Sound > Power Options > Edit Plan Settings v | O Search Control Panel r

Change settings for the plan: Ultimate Performance

Choose the sleep and display settings that you want your computer to use.

@ Turn off the display: | | Never v

Change advanced power settings

Save changes Cancel
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Prerequisite PC Setting

4. Change the user account control settings

Control Panel — System and Security — Security and Maintenance — Change User

Account Control settings

AVTECH

Lnnovation for Video

A od Security and Maintenance

Control Panel Home

Change Security and
Maintenance settings

& Change User Account Control
settings

View archived messages

<« v. H ¥ 5 Control Panel » System and Security > Security and Maintenance

Review recent messages and resolve problems

No issues have been detected by Security and Maintenance.
Security
Maintenance

If you don't see your problem listed, try one of these:

Recovery

),*A., Refresh your PC without affecting
your files, or reset it and start over.

]

Search Control Panel

[}

X

¥

For the popup window not to be blocked while installing or working the CMS

system, please adjust the user account control settings to "Never notify" — Click

"OK"

& User Account Control Settings

Always notify

Never notify

Choose when to be notified about changes to your computer

Never notify me when:

®  Apps try to install software or make changes to my
computer

® | make changes to Windows settings

o Not recommended.

User Account Control helps prevent potentially harmful programs from making changes to your computer.
Tell me more about User Account Control settings

Cancel
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AVTECH

Prerequisite PC Setting T sz b o ¢ e
nnovation for Video

5. Change the internet settings of temporary internet files

Control Panel — Network and Internet — Internet Options

‘ﬁ Network and Internet

< v A ‘ﬁ > Control Panel » Network and Internet > v 0 Search Contrg

Gotrot PanetFotne MM Network and Sharing Center

A y : ;
System and Security * View network status and tasks | Connectto a network | View network computers and devices

o Network and Internet Internet Options I
¥=| Changeyour homepage | Manage browser add-ons | Delete browsing histery and cookies

Hardware and Sound
Programs
User Accounts

Appearance and
Personalization

Clock and Region

In order not to affect the Ul loading of CMS system by the existing cookie, please follow
the steps, "Settings" — Check "Every time I visit the webpage" — Click "OK" — Check
"Delete browsing history on exit" — Click "Delete"

& Internet Properties ? X
General Security Privacy Content Connections Programs Advanced ) Website Data Settings ? X
Home page Temporary Internet Files History Caches and databases
To create home page tabs, type each address on its own line.
2§ = - —_— Internet Explorer stores copies of webpages, images, and media
http://go.microsoft.com/fwlink/p/?Linkld=255141 for faster viewing later.
C i es:
. ‘ Every time I visit the webpage:
Use current ! Use default ‘ | Usenewtab | @ . Y pag 2.
e (U Every time I start Internet Explorer
o O Automatically
(O Start with tabs from the last session O Never
(® Start with home page i o
Disk space to use (8-1024MB) 330 &
T = — (Recommended: 50-250MB) =
Change how webpages are displayed in tabs. | Tabs |

Current location:
Browsing history C:\Users\st\AppData\Local\Microsoft\Windows\INetCache

Delete temporary files, history, cookies, saved passwords, and web
form information.

[ABeiets browsing history on ext 1. | Movefolder... | | Viewobjects | | Viewfles |
4. 5 Delete... II Settings ‘ B =
Appearance : o -l ’ Cancel
’ Colors [ ’ Languages \ ’ Fonts ‘ ‘ Accessibility ‘

[ ok || cancel || apply
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Prerequisite PC Setting

6. Check if port 80 is occupied by other programs

Step 1. Go to "Run" (Windows+R) — Enter "cmd" — Click "OK"

Run

Open:

Type the name of a program, folder, document, or Internet
resource, and Windows will open it for you.

cmd

OK

Cancel Browse...

Step 2. Enter "netstat -nao|find "0.0.0.0:80"" — Click "Enter" to
execute the command

C:\> netstat -nao |find "0.0.0.0:80"

Step 3. Enter "tasklist /fi "pid eq PID number"" — Click "Enter" to
execute the command

C:\> tasklist /fi "pid eq 4116"

Step 4. To close the program or service, please enter "taskkill /pid PID

number /F" — Click "Enter" to execute the command

C:\> taskkill /pid 4116 /F
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Installation
Procedure (Step 1 and 2)

Overall Steps

1. Start Install Application

2. Enter Main Interface
3. Check Hardware Requirements AVTECH
Trident CMS
4. Choose Install Location Lite v4.0.0.1
) Installer
5. Start Running Installer Open
= o
6. Install Necessary Packs A ]
_ Troubleshoot compatibility
7. Installation Complete Brr £ Geary
8. Reboot Computer 7-Zip
CRC SHA

( Step 01 - Start Install )

&8 AVTECH Trident CMS Lite v4.0.0.1 Setup — X

Welcome to the AVIECH Tndent
CMS Lite v4.0.0.1 Setup Wizard

This wizard will guide you through the installation of AVTECH
Trident CMS Lite v4.0.0. 1.

It is recommended that you close all other applications
before starting Setup. This will make it possible to update
relevant system files without having to reboot your
computer.

Click Next to continue.

( Step 02 - Enter Main Interface )

AVTECH CMS Lite Quick Guide 8



Installation
Procedure (Step 3 and 4)

AVTECH

Lnnovation for Video

2 AVTECH Trident CMS Lite v4.0.0.1 Setup
License Agreement
Please review the license terms before installing AVTECH Trident CMS Lite v4.0.0. 1.

X

Press Page Down to see the rest of the agreement.

l,hVTECH HyDRA System Software License Agreement
IMPORTANT NOTICE: You should read the following terms and conditions of this license

agreement before using this package. Once you have installed or otherwise used this

package you are bound by the terms and conditions of the license and the limited
warranties.

GNU GENERAL PUBLIC LICENSE

Version 2, June 1991

Copyright (C) 1989, 1991 Free Software Foundation, Inc.,
51 Franklin Street, Fifth Floor, Boston, MA 02110-1301 USA
Everyone is permitted to copy and distribute verbatim copies

If you accept the terms of the agreement, dick I Agree to continue. You must accept the
agreement to install AVTECH Trident CMS Lite v4.0.0. 1,

AYTECH Corporation

| <Back [ 1agee | | Cancel

~ |
|
|

( Step 03 - License Agreement)

2 AVTECH Trident CMS Lite v4.0.0.1 Setup

Choose Install Location
Choose the folder in which to install AVTECH Trident CMS Lite v4.0.0.1.

Setup will install AVTECH Trident CMS Lite v4.0.0. 1 in the following folder. To install in a
different folder, dlick Browse and select another folder. Click Next to continue.

Destination Folder

[c: ProgramData\avTECHCMSLite] | | Browse...

Space required: 955.2MB
Space available: 95.2GB

AYTECH Corporation

I

 <Bak [ Next> | | cancel

]

( Step 04 - Choose CMS Install Location )
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AVTECH

Installation o .
Procedure (Step 5 and 6) nadvirian foc Videes
8 AVTECH Trident CMS Lite v4.0.0.1 Setup -
Installing |
Please wait while AVTECH Trident CMS Lite v4.0.0. 1 is being installed. a

Execute: C:\WINDOWS\SysWOW64\icads “C:\ProgramData\AVTECHCMSLite" /t farant *5-1-8

Qutput folder: C:\ProgramData\AVTECHCMSLite
Create folder: C:\ProgramData\AVTECHCMSLite\VMS
Execute: C:\WINDOWS\SysWOW64\icads "C:\ProgramData\AVTECHCMSLite" /t /ara...

AYTECH Corporation

< Back Next > Cancel

( Step 05 - Execute CMS Installation )

8 AVTECH Trident CMS Lite v4.0.0.1 Setup —

ﬁJ Microsoft Visual C++ 2017 Redistributable (x86) - 14.1... — X
i Microsoft Visual C++ 2017 1
Redistributable (x86) - 14.14.26429
MICROSOFT SOFTWARE LICENSE TERMS a
MICROSOFT VISUAL C++ 2017 RUNTIME
These license terms are an agreement between Microsoft Corporation (or
based on where you live, one of its affiliates) and you. They apply to the
cnfhrrara named ahnva Tha tarme alen annhi tn anv Mirrnenft canvirac nr
| agree to the license terms and conditions
’Iﬁg‘lnstall J \ Close
AVTECH Corporation
< ﬁad< Next > Cancel

( Step 06 - Install Necessary Packs )
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Installation
Procedure (Step 7 and 8)

2 AVTECH Trident CMS Lite v4.0.0.1 Setup —

Installation Complete
Setup was completed successfully. 3

Completed

Qutput folder: C:\ProgramDataMicrosoft\Windows\Start Menu\Programs\AVTECH CMS A
Create shortcut: C:\ProgramData\Microsoft\Windows\Start Menu'\Programs\AVTECH ...
Execute: netsh advfirewall firewall add rule name="MS AddInProc32_NetFX_v35" dir...

Execute: netsh advfirewall firewall add rule name="MS AddInProc_NetFX_v35" dir=i...

Execute: netsh advfirewall firewall add rule name ="AVTECH-CMSLite-AlinOnePlaybac...
Execute: netsh advfirewall firewall add rule name ="AVTECH-CMSLite-AdvFullPlaybac...

Execute: netsh advfirewall firewall add rule name="AVTECH-CMSLite-AdvLocalPlayba...
Execute: netsh advfirewall firewall add rule name="AVTECH-CMSLite-QRecord™ dir=i...
Execute: netsh advfirewall firewall add rule name="AVTECH-CMSLite-CMSRecord™ di...

Completed

( Step 07 - Make Sure the Install Completed )

([n1}
o

& AVTECH Trident CMS Lite v4.0.0.1 Setup —

Completing the AVITECH Trident
CMS Lite v4.0.0.1 Setup Wizard

Your computer must be restarted in order to complete the
installation of AVTECH Trident CMS Lite v4.0.0. 1. Do you
want to reboot now?

..............................

..............................

(O 1 want to manually reboot later

( Step 08 - Restart Windows Operating System )

oo
o
QL

AVTECH CMS Lite Quick Guide 11



Quick Start A\VTECH

Add Devices PSR SR SRS

CMS Lite

Starting CMS Lite...

(1. Activate CMS )

[ AVTECH CMS Lite = X

= JVTECH CMSlLite  NotActivated Layout: 4 channel(s) u
Device User
:
Add Device =

Network Scan
IPADDRESS PORT  GATEWAY
1P Camera
DVR
NVR

Unknown Device

c E7L oevice prenc REESNEEEN °

Manually Add Device

Device Name:
IP Address:

Port:

Account
Password
F Custom:
=]

Language: Engish ¥ ©

(2. Click "Add Device" )
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Quick Start

Add Devices

AVTECH CMS Lite

CMS Lite Not Activated Layout: 4 channel(s)

Device | AddDevice User
Network Scan
—

ADDRESS PORT ~ GATEWAY
) § camera

10.1.1.163 10.1.1.202 AVMS21A

HE mmm === 10.1.1.164 10.1.1.254 AVZ592
HE EEE g5

0.1.1.213 10.1.1.100 AVMS00

" fo2.168.1.66 192.168.0.1 MC500L8_VO_AF
52.168.1.92 192.168.0.1  MSF12_VO_AF
2.168.3.133 192.168.3.1 AST50AFH_VO_AI
R

92168.10.11 19216810.11  AVZ2017

v 21631013 19216810130 AVZ8136
l . Check Devices )2168.10.14 80 192168.10.167  AVZ308
Of= 2. Add Selected

brimewam Novira

v Il A e vice

Manually Add Device

Device Name:
IP Address:

Port:

Account:
Password:
Custom:
=]

Language: Engish ¥ ©

( 3. Check the needed devices and click "Add Selected" — Wait for the system complete )

AVTECH CMS Lite

= FIVTECH CMSlLite Not Activated Layout: 4 channel(s)

Device  Add Device

Name & P $ Port Model Rec
" IP Camera
™ DVR Device-11 (192.168.10.11:80)
DVR Device-13 (192.168.10.13:80)
DVR Device-14 (192.168.10.14:80)

NVR Device-102 (192.168.10.102:8

Device List

Language: Engish W ©

(4. The devices will display in the "Device List")
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Control Panel Overview A ECH

Bl AVTECH CMS Lite
Layout: 4 channel(s)

Name $ PSS Port Model Rec
IP Camera
™ DVR Device-11 (192.168.10.11:80)
ice-13 (192.168.10.13:80)

Live

ice-14  (192.168.10.14:80)

. (O] DVR
. La}/OUtS (©) ™ NVR Device-102 (192.168.10.102:8

LIVE View Zone Device List

PTZ
Controller

Advanced Function

Function Icon Description
Record Setting Alter record setting
Start Recording E Start record for the selected devices
Stop Recording n Stop record for the selected devices
Recording :
Playback record video from the CMS recorder
Playback
Backup H
Recording Backup record data
Add to Group Add the selected devices to the video group and
play live
Add to Live = Add the selected devices to the Live View Zone
Device Playback n Playback record video from the IP Cameras

AVTECH CMS Lite Quick Guide 14



Control Panel Overview ‘\\VTEC H

System Configuration

B8 AVTECH CMS Lite
AYTECH CMS Lite Not Activated Layout: 4 channel(s)

Name $ P$ Port [Model Rec
IP Camera
™ DVR Device-11 (j92.168.10.11:80)
DVR Device-13 /(192.168.10.13:80)
Device-14/ (192.168.10.14:80)

NVR Device-102 (192.168.10.102:8

F
=]

Language: | Engish ¥ ©

General and Advanced Setting

General Advanced Others

CMS Lite 4.0.0.1 ) = GetPlus

Path Version Information | . .

Snapshot Path C:\OEM_Snpashot P] Live: 32 CH Record: 16 CH
Record Path C:\Record\ H

Start-up and Exit Client Mode
Autostart with Windows
¥ Auto-login with this account
Show tutorial on next CMS start-up
Auto-clean temporary files on exit
Open tutorial

Plus Only

¥ Start record application with CMS

AVTECH CMS Lite Quick Guide 15



Control Panel Overview
Record Setting

B cMS Record Setting - b4
INTECH ‘ Record Setting Setting up Device-164

Device List ea Additional Setting .
Nare protie Siroaming URL _ . " Additional Setting

Trigge
Single Channel

ive/video_audio/profile1
ve/\ideo:au ‘O/pro e ¥ Motion ¥ Alarm Duration:

e Profile2 B Jlivepvideo_audio/profile2

Folder Group: C:\Record\
Device-213

DVR Device-11

- ony . Stream a Stream 0 Snapshot
Devigg List Recora Mode Record Stream and Mode

Device-11_1 A
Device-11_2 AVT © Manual Record

Device-11_3 AVT @ Event Record: e
Device-11_4 AVT @ Timer Record:

Device-11_5
Device-11_6 AVT 2021-11-17 Wed 1311205
Device-11_7 AVT
Device-11_8 AVT
Device-11_9 AVT
Device-11_10 AVT
Device-11_11 AVT
Device-11_12 AVT
Device-11_13 AVT
Device-11_14 AVT
Device-11_15 AVT

Device-11_16 AVT

[S] Set Folder

Function Icon Description

Update all the devices to the latest
status

Reload

Setup the folder location of the
selected device

Set Folder [S] set Foider

Setup

Initiate device's record setting

Clear

Erase device's record setting

Setup local disk, remote assess and
edge record

Advanced Setting

v Setup

AVTECH CMS Lite Quick Guide 16



Control Panel Overview
Device and Local Playback

2021-1"1""-1"1"%T/hu 0 3:5S85:51

Playback Time

Hour Min @ High Calendar  Eventlist Close

Advanced Function

Function Icon Description
Timeline 7 Adjust timeline
Controller =24 display
. Adjust picture
Quality quality
Change the
Calendar playback date
Event List EventList Playback event
Close Close R
window

Video Function
Function | Icon Description
Play - Play video
Pause - Pause video
Forward - Fastforward the video
up to 32X
Rewind - E)a;:l;}vzard the video up
]()jlll:;(l);; - Alter display
Slow - Slow down video speed
Snapshot - Quick screen shot

AVTECH CMS Lite Quick Guide
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Device Area
Add Devices

Click "Add Device" — Check the needed devices — Click "Add Selected" — Wait
for the system complete

B8 AVTECH CMS Lite
= JSVWTECH CMS Lite Not Activated Layout: 4 channel(s)

1 . A d d D e"yi c e IPADDRESS PORT  GATEWAY MODEL

IP Camera

Add D

Unknown Device

Device List

EZ ooeore T O

Manually Add Device

Account
Password

F Custom:
=}

Language: Engish W ©

Device  Add Device User
Network Scan v A

IP ADDRESS PORT GATEWAY MODEL
b camera 2. Check Devices

10.1.1.163 88 1011202 AVM521A
10.1.1.164 88 1011254  AVZ592
1011213 88 1011100  AVMS00 —> o EL MM:
192.168.1.66 192.168.0.1 IC500L8_VO_A

192.168.1.92 192.168.0.1 MSF12_VO_AF

192.168.3.133 192.168.31 3750AFH_V0_,
VR

192.168.10.11 102168.10.11  AVZ2017

192.168.10.13 92.168.10.131 AVZ8136 [

192.168.10.14 92.168.10.16  AVZ308

) NVR

192.168 10.100 92.168.10.10¢  AVH8516

AVTECH CMS Lite Quick Guide 18



Device Area
Delete Devices

el

Choose the needed device to delete by click the right click — Click "Delete Device"

BB AVTECH CMs Lite
IVTECH CMS Lite Not Activated Layout: 9 channel(s)

* YouTube

ssece

F
s

Language: Engish ¥ ©

 Open this device in Live
= Add to Live

Set DVR Live m

Alarm Out
Set as PTZ Device

Add NVR/DVR Channel

Edit Device

Substream Setting

Delete Device

Open Device Corniy

nen Rem
open xem

Backup Device Config

Update Device Firmware

AVTECH CMS Lite Quick Guide

Name &

Function List ©=ee=

Device-163
O Open this device in Live

= Add to Live

A Alarm Out
@ Setas PTZ Device

) Open Device Config
en Remote Deskiop

13 Backup Device Config

Delete this device?

Delete Confirmation

IO

P$ Port Model Rec

1011163 88 AVMS21A
o 88 AVZ592
% AVMS00

P 168.10..1:80)

80 AVT Series

19



Display Layouts
Add to Live

Add devices to the LIVE View Zone.
Choose a needed layout to display your devices — Check the needed devices — Click
"Add to Live" — Wait for the image appear

CMS Lite Not Activated Layout: 9 channel(s)

Device | Add Device

ATECH
i 1. Layouts
¥ IP Camera
¥ Device-163 10.1.1.163 88 AVMS521A
¥ Device-164 10.1.1.164 88  AVZ592
¥ Device-213 10.1.1.213 88 AVMS500
. DVR Device-11 (192.168.10.11:80)
2. Check Devices
¥ Device-11_1 192.168.10.11
™ Device-11_2 192.168.10.11

Device-11.3  192.168.10.11

Device-11.4  192.168.10.11

LIVE View Zone I Device-11_6 k‘ﬁgmn

Device-11.7  192.168.10.11

Device-11.8  192.168.10.11
Device-11.9  192.168.10.1
Device-11_10  192.168.10.11

3. Add to Live

Language: Engish ¥ ©

[ AVTECH CMS Lite

EVTECH CMSlLite  NotActivated Layout: 9 channel(s)

CH: 1, Device-163 Time:2021/118 16:11:08 FR-3.50 fps BF %3 kbps R=1| | CH: 2, Device-164 Time:2021/11/18 16:11:08 FR8.50 fps BR'500 kops R} [ CH:3, Device-213 Time:2021/11/18 16:11:08 FR-10.50 fps BR:400 kbps Gl Device  Add Device
20211171 8IThu[16:31:06 2021-11-18 Thu 16;11:06

big boss ;

CH''5, Device-11_5 Time:2021/11/18 16:11:08 FR'14.50 fps BR'417 kbr * | [CH 6, Device-13_3 Time:2021/11/18 16:11:08 FR'12.50 fps BR'298 kby
A S E0Ed711/18 16:11:07

Device-11.2  192.168.10.11
Device-11.3  192.168.10.1
MDevice-11.4  192.168.10.11
[ Device-11.6  192.168.10.11
Device-117  192.168.10.11
Device-11.8  192.168.10.11
Device-11.9  192.168.10.1

/ | mDevice-11_10  192.168.10.11

CH5 CH3 4 Device-11_11  192.168.10.11

'CH:7, Device-13_5 Time:2021111816:11:08 FR'1250 fps BR'467 kb ® | | CH:'8, Device-14_2 Time'2021/11/1816:11:08 FR™15.50 fps BR'354'kbps | [ CH:'9, Device-14_4 Time'2021/11/1816:11:08 FR'15.50 fps” BR'449 kbps
0P1/11A18 16:11-07 X9 || B e s / wariy "
2021411418 16:11-07 ® = 8 &

‘f‘(.‘f{ﬁiiwr i
\w!ql“'; I

=] CHS CH2 CHA

— Device-163 X  Device-164 X |Device-213 X |Device-111 X Device-115 X Device-133 X Device-13.5 X Device-14 2 X Device-144 X
Language: Engish ¥ ©
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Display Layouts

Drag a device

Add devices to the LIVE View Zone.

Choose a needed layout to display your devices — Click on a needed device by the left
click and drag it to one of the columns — Wait for the image appear

CH CMS Lite

= JIVTECH CMS Lite Not Activated Layout: 4 channel(s)

1. Layouts

™ IP Camera

I Device-163 1011163 88 AVMS21A

. ¥ Device-164 101.1.164 88 AVZ592
3. Drag a device
™ Device-213 10.1.1.213 88 AVM500
( 7\ DVR Device-11 (192.168.10.11:80)

M Device-11_1  192.168.10.11
M Device-11.2  192.168.10.11

© Device-164 Device-11.3  192.168.10.11

¥ Device-11_4 192.168.10.11
2. Choose a device | momensWemsmon
¥ Device-11_6 192.168.10.11

Device-11_7 192.168.10.11

[WDevice-11.8  192.168.10.11

M Device-11.9  192.168.10.11

LIVE VieW Zone " Device-11_10  192.168.10.11

Language: Engish ¥ ©

AVTECH CMS Lite

CMS Lite Not Activated Layout: 4 channel(s) - Page 1

CH: 1, Device-164 Time:2021/11/{@lead’54 FR10.50 fps BR119 kbps RHD720P RGB

Device  AddDevice  User
2021-11-18 Thu 1688 I C

- o a Bindiodal
* IP Camera

I Device-163 1011163 88 AVM521A

I Device-164

The devices Will display "Devvo&2|3 1011213 88 AVMS500

™ DVR Device-11 (192.168.10.11:80)

green after dragging.

Device-t1_1 1921681011
™ Device-11_2 192.168.10.11
Device-113  192.168.10.11
/ Device-11 4 192.168.10.11

Device-164 - (| :

bigboss b MiDevice-11.5  192.168.10.11

[ Device-11.6  192.168.10.11

MPA « ¢

Device-11.7  192.168.10.11
[Device-11.8  192.168.10.11
M Device-11.9  192.168.10.11

Device-11_10  192.168.10.11

MiDevice-11_11  192.168.10.11

@ = B0

Q

Language: English
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PTZ Control Panel ANTECH

Lnnovation for Video
Supporting the device which equipped with PTZ function.

If inactivate, by clicking right click on a needed device — Click "Set as PTZ Device"
B8 AVTECH CMS Lite
= JLVTECH CMSlite  NotActivated Layout: 9 channel(s) - Page 1
Device  Add Device  User
I
Name $ P g Port  Model Rec

1P Camera

¥ Device-164 1011164 88  AVZ592

© Open this device in Live 5
= Add to Live 101190)1

80 Pz

Alarm Out
Set as PTZ Device

P1Z

PTZ Inactive

MY A o

Enlarge picture by
double-click it
I o _— R25078 BR375kbL" H Open Device Config

Backup Device Config

Update Device Firmware

Bevice-164 X Device-163 X Device-213 X Device-11_1 X Device-11. 5 X Device-13 1 X Device-13_3 X Device-13 5§ X Device-14 2 X

Device Name (If unavailable, it wil show "PTZ Inactive")

Device-83
1 ® Function | Icon | Description | Function | Icon | Description
. Click to the o
Hotpoint position Zoom In Pull-in picture
Zoom -
DPTZ Partial enlarge P}ﬂl out
Out picture
B | Adjust Zoom In Pull-in picture
+
Focus In il | definition Max * to maximum
Adjust Zoom Pull-out
Focus Out definition Out M picture to
ut Max maximum
% B | Auto-adjust Auto 9 | Auto-adjust
A
Autofocus N | definition Track @ picture

Advdnced Function
=
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Record

Local Disk Overwrite and Edge Record

Before start recording, please setup local disk overwrite, edge record, and other
record related settings.

CMS Record Setting

RITECH | Rocord Setng Record System Configuration L2

Device List (o] Stream Additional Setting

B Name Streaming URL Event Snapshot On/Off
Single Channel
Device-163 AVMS521A
Device-164 AVZ592
Device-213 AVM500
) ™ DVR Device-11
Snapshot
Device-11_1
Device-11_2
Device-11_3
Device-11_4
Device-11_5
Device-11_6
Device-11_7
Device-11_8
Device-11_9
" Device-11_10
Device-11_11
Device-11_12
Device-11_13
Device-11_14
Device-11_15

™ Device-11_16

1. Setup overwrite can erase the older record data automatically when out of space.

2. Setup edge record can get the missing date automatically back to the CMS system.

Advanced Configuration
Remote Setting
¥ Enable Remote Access

IP Address:
192.168.10.200

FIERHRE (G)
PC-Based NVR

Check to Overwrite

CMS Pro Only

Other

Edge Record

¥ Enable Edge Record
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Record AVTECH

. . .. L(,»/fm i on for Vi
Adjust Setting to the Individuals it e

Record stream, additional setting and mode can be set individually to a single device.

B VS Record Setting - ] x}

INTECH ‘ Record Setting Setting up Device-163

Device List Stream Record Stream Setting

Name Streaming URL Eveﬂt SnapsF’

\ - e .
Profile1 live/video_audio/profile1 o)t |
———— ;‘ A ¥ Motion ¥ AlarrS @t’t{ll‘lg)urauon

" Device-164 a Profile2 ¥ /live/video_audio/profile2

Single Channel

Folder Group: EM.0.0.1\
" Device-213

DVR Device-11
Stream o Stream o Snapshot
Record Mode i
e Record Stream and Mode
Device-11_2 AVT ® Manual Record
" Device-11_3 AVT @ Event Record: : :

Device-11_4 AVT @ Timer Record:

Device-11_5 AVT Series 1 2 3 4 5 6 7 8 9 10 1 12 13 14 15 16 17 18 19 20 21 2 23 TR R0
Device-11_6 AVT
Device-11_7 AVT

" Device-11_8 AVT
Device-11_9 AVT
Device-11_10 AVT

" Device-11_11 AVT
Device-11_12 \18
Device-11_13 AVT
Device-11_14 AVT
Device-11_15 AVT

" Device-11_16

SetFolder  /

=>  Additional Setting - Trigger Additional Setting

Check the trigger rules and choose the Trigger

duration time. Any event occurs, it will ¥ Motion ¥ Alam ¥ Duration:

show on Event Playback.

=> Record Stream and Mode
Stream o Stream e

Record Mode

S 1. Manual Record: Preset mode to all the

@ Event Record:

 Time R i devices, all day recording.

T O OO 2. Event Record: Automatically start
recording when event detects. Custom the
pre-alarm and post-alarm time.

3. Timer Record: Reserve to start

recording can assign to the selected time.

Mark it on the timetable.
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Record

Folder Location

AVTECH

L nnovation for Video

Record data can be saved not only to the appointed folder that setup at the local disk

but also save to the separate folder to manage.

B cMS Record Setting

EVTECH | Record Setting

Device List
Name

Single Channel

" Device-164
Device-213

DVR Device-11

™ Device-11_1
Device-11_2 AVT
Device-11_3 AVT
Device-11_4 AVT
Device-11_5 AVT Series
Device-11_6 AVT
Device-11_7 AVT
" Device-11_8 L\
Device-11_9 AVT
Device-11_10 AVT
" Device-11_11 AVT
Device-11_12 AVT
Device-11_13 AVT
Device-11_14 AVT
" Device-11_15 AVT

Device-11_16 AVT

[S) SetFolder  / Setup Clear

Profile

Profile1

Profile2

Stream o

Record Mode
@ Manual Record
@ Event Record:

© Timer Record:

[ 2

JN4 HENG 7aNE 9

Setting up Device-163

Streaming URL

V| /live/video_audio/profile2

Stream e

————————
Jlive/video_audio/profile1 H (o}
e —————————

On/Off

-

Event Snapshot

10 11 12 13 14 15 16 17 18 19 20 21 22 23

Device-163

Device-164

Device-213

Device-11

Device-11_1

Device-11_2

Device-11_3

Function Icon Description
Choose Folder E Choqse the folder
location
. Inspect the saving
Folder Group List location
Setup selected device
Set Fold
Set Folder 5 oet to the folder
Setup v’ Setup Open record setting
Clear Erase record setting
Save H) Save Save the setting

Device-11_4

Device-11_5

AVTECH CMS Lite Quick Guide

Device-11_6

Additional Setting

Trigger

¥ Motion ¥ Alarm ¥ PIR

Folder Group:

Duration:

EM.00.1\

Snapshot

2021-11-18 m‘”? 06

Folder Group

Folder Group List

Name

() (2) EM.0.0.1\

(") (133) C:\Record\
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Record AVTECH

( Vi
Start, Stop Record Lnnovation for Video

Start recording.
Check the needed devices — Click "Start Recording" then click "Start recording
selected devices" — Wait for the red record signals appear

BB AVTECH CMS Lite - a X
= JIVTECH CMS Lite Not Activated Layout: 9 channel(s) - Page 1

&2

¥ 8
S T T T [V S TR e S e[S e e e s ECQId S1gnal
2021-11-18 Thu 1§51:54 2023:11-38/Thu17: 3

jame & P $

1P Camera
1011163 88 AVMS21|
1011164 88  AVZ59:
1011213 88 Al

R Device-11 (192.168.10.11:80)

192.168.10.11
192.168.10.11

192.168.10.11

192.168.10.11

Device-164 s 192.168.10.11
MY A x / 116 192.168.10.1
] 192.168.10.11

- - -11_¢ 192.168.10.11

Start recording selected devices T

192.168.10.11

192.168.10.11

pan

CH:7, Device-13_3 Time' 2021111817 5;56 FRA2 50'0; BR343kbr* | [ CH'8, Device-13_5 Time'2021/11
3 -
4 X Start recording by Folde Gr@\E

Start Recording

Start Recording

Stop recording.
Check the needed devices — Click "Stop Recording" — Wait for the red record
signals disappear

B AVTECH CMS Lite = a X

AVTECH CMS Lite L Layout: 9 channel(s) - Page 1 o 2

CI 1 Device164 Time 2021111115 17.46.00 FR8 50 1ps BRA75 Kbps H| | CH: 2, Device-163 Time'202111/18 17:46:00 FR 450 1ps BFR.[5 kops R | CH: 3, Device-213 Time-2021/1118 17-46:00 FR 1050 1p Device AR'@C @i-d S 1 o-nal
2021-11-18 Thu 1§ 45:58 2023:11-38/Thu17: oS

»
YouTube e s re
IP Camera
10.1.1.163 88 AVMS21)
10.1.1.164 88 AVZ59;

1011213 88 AVMSO

R Device-11 (192.168.10.11:80)

192.168.10.11
O 192.168.10.11
192.168.10.11
192.168.10.11
Device-164 192.168.10.11
M A ' i , 116 192.168.10.11
” 192.168.10.11

192.168.10.11

192.168.10.1

192.168.10.11

192.168.10.11

CH:7, Device-13_3 Time'2021/11118 17:46:00 FR™11.50 fps BR287 kbr *
59 x4 . x 9| [

Stop Recording

2. Stop Recording
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Playback
Device Playback

Playback the record date from the device.
"Advanced Function" from the main control panel — Click "Device Playback" —
Choose a type of date selector (List, Calendar or Allinone) on the needed device

© Device Playback - X
p—

Address Name

10.1.1.163:88 Device-163 Calendar

10.1.1.213:88 Device-213 Calendar

192168.10.11:80  Device-11 ist Calendar

192168.10.11:80  Device-11_1 st Calendar

1921681011:80  Device-11_2 e DeVlce Llst
192168.10.11:80  Device-11_3 ist Calendar

192168.10.11:80 Device-11_4

192168.10.11:80  Device-11_5 Calendar Add
ress Name
192168.10.11:80  Device-11_6 ist Calendar

192.168.10.11:80  Device-11_7 s Calend: - -

st — 10.1.1.163:88 Device-163 Calendar
192.168.10.11:80 st Calendar
192.168.10.11:80 ice- i Calendar

T it o 10.1.1.213:88 Device-213 i Calendar

192.168.10.11:80 Calendar
192168101180 | Device-11.12 | [0 Colondr 192.168.10.11:80  Device-11 i Calendar Allinone

192.168.10.11:80 [

192.168.10.11:80 -11_ ist Calendar 192.168.10.11:80 Device-1 1_1 i Calenciar
192.168.10.11:80 ist Calendar k
192168101180 ist  Calendar 192.168.10.11:80 Device-11_2 i Calenda

LR LR e 192.168.10.11:80 Device-11_3 I Calendar

192.168.10.13:80 SEP st Calendar

192108101340 S i 192.168.10.11:80 Device-11_4 i Calendar

192.168.10.13:80 ist Calendar

19216810 1800 ik 192.168.10.11:80 Device-11_5 i Calendar

192.168.10.13:80 ist Calendar

192.168.10.13:80 ist Calendar - -

i i 192168.10.11:80  Device-11_6 Calendar
192.168.10.13:80 is Calendar

e — 192.168.10.11:80 Device-11_7 i Calendar
192.168.10.13:80 Calendar

192.168.10.13:80 2 ist Calendar

192.168.10.13:80 Calendar

192.168.10.13:80 s Calendar

192168.10.13:80 13 ist Calendar

192.168.10.13:80 3, i Calendar

192.168.10.13:80 Calendar

192.168.10.13:80 8 ist Calendar

192.168.10.13:80 -13. s Calendar

Backup list

2021/12

=> Calendar
1.. Choose a date Choose a date to playback — Click

"Play" to open playback window

2. Movable Timeline
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Playback
Device Playback

=> Allinone
Choose a date — Click "Play" to open the whole channels window of NVR or DVR

© Device Playback -

1. Choose a date

2021/12/07 00:00:00

HGHE11111

2021711711 00:00:04
CH13

2021/11/1100:0004

AVTECH CMS Lite Quick Guide
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Playback
Local Playback

Playback record data.
"Advanced Function" from the main control panel — Click "Recording Playback"
— Choose a type of date selector (List or Calendar) on the needed device

© Recording Playback - X

Device List

Address Name
10.1.1.164:88 Device-164 i Calendar
10.1.1.163:88 Device-163 i Calendar
10.1.1.213:88 Device-213 i Calendar
192.168.10.11:80 Device-11_1 i Calendar
192.168.10.11:80 Device-11_5 i Calendar
192.168.10.100:80 Device-100_1 i Calendk
192.168.10.100:80 Device-100_2 i Calendar
192.168.10.100:80 Device-100_3 i Calendar

CH.
2021/12 4

Tue Wed Thu Fri Sat

1. Choose a date

=> Calendar
Choose a date to playback — Click

"Play" to open playback window

2. Movable Timeline

03 ‘
Record Data
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Record Backup

AVTECH

L nnovation for Video

Check the needed device that has activated record — Click "Backup Recording"
from the main control panel Advanced Function — Adjust backup time — Choose a
folder to save the record data

B AVTECH CMS Lite

= JVTECH CMSlLite  NotActivated

Device-164

MPIA

Select Preset
ra

@ =
La

Language:  Engish W ©

Layout: 9 channel(s)

1 Device.164 Time 2001111 18.55:22 FRO'501pe BR 430 Kops H| | CH- 2. Device-163 Time 2021111118 16:55.22 FR 5,50 1ps BF %) Kops RH| | CH. 3. Dewice-213 Time. 2021111116 18.55:22 FRAD

2023:11-38/Thul18:55:21

4

CH:7, Device-13_3 Time- 20211118 18:55:22 FR-12.50 fps BR-502 KDF * Time 2021111118 18.55.22 FR12.50 ps BRA04 KOF =
& x4 ; o x9

Device-164 X Device-163 X Device-213 X Device-11_1 X Device-11 5 X Device-13_1 X Device-13 3 X Device-13 5 X Device-14 2 X

18 :

End Time

po21F11818H

DI VAl (hoose a folder

~I
% X

AVTECH CMS Lite Quick Guide

K2
w8
Add Device  User

I

Pr$ Pot Model Rec

1011163 88 AVM521A
1011164 88  AVZ592
1011213 88 AVMS00

* Device-11 (192.168.10.11:80)

192.168.10.11
192.168.10.11
192.168.10.11
192.168.10.11
192.168.10.11

192.168.10.11

Device-117  192.168.10.11
Device-11.8  192.168.10.11
Device-11.9  192.168.10.11
Device-11_10  192.168.10.11

Device-11_11  192.168.10.11

Backup Recording

Backup Recording
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System Configuration
Main and Additional

General Advanced Others

CMS Lite 4.0.0.1 | GetPlus

[ElQaA|

Path Information > Gel‘leral Settlngs
Snapshot Path () Live: 32CH Record: 16 CH

Record Path C:\Record\ H

Start-up and Exit
Autostart with Windows

e (Snapshot / Video Backup)

Show tutorial on next CMS start-up

1. File saving path

Client Mode

Auto-clean temporary files on exit

2. System Startup and Shut down

Plus Only
¥ Start record application with CMS

3. System related information

General Advanced Others

-Scheduling -Media server

Auto Restart CMS

o, . ¥ Auto Re-login Live After Login Failed Software Decoding
=> Additional Settings

In Minute(s). ¥ Use Software Decoding

1. CMS auto-restart

2. Streaming settings

General Advanced Others
-Backup

Export data to file [c:\ProgramDatalAVTECHCMSLiteWMSW\CMS Backup { ] ‘!‘
Export Target © CMS Lite/Plus @ CMS Pro

=>  Other Settings

Frequency Weekly

1. Preset saving path

2. Backup frequency

AVTECH CMS Lite Quick Guide 31



